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Errors and omissions excepted

The Nedo LaserWinkeltronic combines the advantages of the latest laser technology with the proven technology of the 

Nedo Winkeltronic. Many applications, such as measuring and adjusting angles when installing staircases, interior outfitting, 

modernisation projects and measuring roof angles are considerably simplified by the use of laser technology. Time-consuming 

conversions are eliminated and deviations from straight lines can be seen immediately. 

The laser beam travels in straight lines from the shanks of the instrument extending them up to 20 m. The Nedo 

LaserWinkeltronic is available with one or two laser beams. 

Ref.-No. Laser modules Shank length Resolution Measuring range Weight Incl. case 

460 613 1 605 mm 0.05° 0° to 360° 1.5 kg no  

460 612 2 605 mm 0.05° 0° to 360° 1.5 kg no

Features Winkeltronic: 
 
– Accuracy: ± 0.1° 
– Resolution: 0.05° 
– Illuminated display 
– Automatic switch-off after 3 minutes of non-use 
– Hold function keeps a value on the display 
– Zero adjustment at any shank angle 
– Integrated horizontal and vertical spirit levels 
– Power supply: 4 x 1.5 V batteries (AA)

Features Laser: 
 
– Laser class 2 
– Visible red laser beam, wavelength 635 nm 
– Beam diameter: 6 mm 
– Range: approx. 20 m, depending on surrounding conditions 
– Accuracy: ± 0.5 mm/m 
– Power supply: 2 x 1.5 V batteries (AAA)

Case for Nedo LaserWinkeltronic

Ref.-No. Type For model Ref.-No.  

600 111-613 case 460 612 and 460 613

Calibration certificate for Nedo LaserWinkeltronic

Ref.-No. 399 554 calibration certificate for LaserWinkeltronic tools 


