
Jigsaw

4350FCT
720 W • 800 – 2 800 min-¹
Efficient jigsaw with tool-less blade change and adjustable
speed for professionals

An efficient 720 W jigsaw with three-stage pendulum
action and tool-less blade change for professional
use. A light, effective anti-vibration system and low
noise levels. Engine speed can be adjusted between
800 and 2 800 min-1 to suit the material. A stroke
length of 26 mm and cutting capacity of 135 mm in
wood and 10 mm in steel.

TECHNICAL SPECIFICATIONS

Maximum Output Power 720 W
Length of Stroke 26 mm
Max. Cutting Capacity in Wood (90°) 135 mm
Max. Cutting Capacity in Steel (90°) 10 mm
Orbital Action ✓
Power Supply Cord 2,5 m
Rip Fence ✓
Saw blade ✓
Sound Power Level (LWA) 95 dB(A)

Sound Pressure Level (LpA) 84 dB(A)

Noise Uncertainty (K Factor) 3 dB(A)
Vibration Level (3 axes), Cutting
Chipboard

7,5 m/s²

Vibration Level (3 axes), Cutting Sheet
Metal

4,5 m/s²

Vibration Uncertainty (K Factor) 1,5 m/s²
Weight Without Cable (EPTA- 2,7 kg

EAN 0088381080576

Link to Product page - www.makita.ae

USER BENEFITS

• LED light illuminates the work site
• The rubber coating on the handle ensures a firm

working grip
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RELATED PRODUCTS
STANDARD ACCESSORIES

417853-4
Dust nozzle Ø 18 / 22 mm

783202-0
Hex Wrench 4mm

OPTIONAL ACCESSORIES

164095-8
Parallel Guide

193516-3
Parallel Guide 4340CT series

193517-1
Guide rail adapter

417853-4
Dust nozzle Ø 18 / 22 mm

783202-0
Hex Wrench 4mm

821549-5
Makpac case (1)

OTHER

User manual
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