Finishing Sander

BO4900

330 W e 115 x 280 mm ¢ 10 000
min-1

Efficient sheet orbital sander with speed control

A silent and efficient vibration-dampened sheet
orbital sander for a variety of professional sanding
applications. Well-designed frame for easy handling.
The tool has a powerful 330 W motor and an
abrasive paper size of 115 x 280 mm. Engine speed
of 10 000 min

__

. TECHNICAL SPECIFICATIONS . USER BENEFITS
Maximum Output Power 330 W e Ergonomic and easy to use
Vibrations per minute 4000 - 10 000 min-*
Sanding Pad Dimensions 115 x 229 mm
Dimensions of Clamped Abrasive 115 x 280 mm
Sheet
Sanding Orbit Diameter 2,6 mm
Paper Dust Bag v
Power Supply Cord 25m
Sound Pressure Level (Lya) 71 dB(A)
Noise Uncertainty (K Factor) 3 dB(A)
Vibration Level (3 axes) 5 m/s?
Vibration Uncertainty (K Factor) 1,5 m/s?
Weight Without Cable (EPTA- 2,9 kg
Procedure 01/2003)
Product Dimensions (L x W x H): 289 x 115 x 190
mm

Il EAN 0088381042451
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BO4900 - Finishing Sander www.makita.ae
Page 1(2) 10-2-2023


https://www.makita.ae/product/bo4900.html

RELATED PRODUCTS

Il OPTIONAL ACCESSORIES

151517-7 ,
=

Dust Bag

193293-7
Paper dust bag 5 pcs

193523-6 &

Velcro Sanding Pad, 115 x 229 mm

151518-5
Dust Nozzle

193521-0
Sanding Plate, 115 x 229 mm

821550-0
Makpac case (2)

o

Il OTHER

User manual m
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